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Navy Premium

The ultra durable premium solution for
high-end packaging, commercial and web offset printing /

Unsere ultra-robuste Premiumlosung fur high-end
Bogenoffset-, Verpackungs- und Rollenoffsetdruck
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material
F§§} FSC 0004867

Printing blankets / Drucktlcher Made in Germany




Printing blankets / Drucktticher

Navy Premium

P Brilliant results in solid and
half-tone printing /
Brilliante Ergebnisse in Raster-
und Flachendruck

» Highly suitable for hybrid applications /
Hervorragend geeignet fir
Hybridanwendungen

P Excellent for web offset due to its neutral
feeding characteristic /
Durch neutrales Papierforderverhalten
exzellent geeignet fur den Rollenoffset

Applications / Einsatzgebiete

© | gheet-fed offset / * % *
Ha| Bogen-Offset

Packaging /
% Verpackung * % X

@ Metal decoration /
Sl Blechdruck * *

Waterless printing /
%0 Wasserloser Druck * X

UV printing /

@ UV-Druck *
Hybrid: conv. + UV /

% Hybrid: konv. + UV * X

0 Waterbased varnishes / * % *

H,0 Wasserlacke

UV varnishes /
OUV UV-Lacke *

v o
00 lz\lgwspaper printing / U
C 7S eitungsdruck

Heatset printing /
)© || Akzidenzdruck *ox

Label printing /
Etikettendruck

Business form /
Endlosdruck

* % * Excellent / Sehr gut * % Good / Gut * Suitable / Geeignet

Made in Germany

Specification / Spezifikation

Colour / Farbe Navy Premium blue /

Navy Premium Blau

Identification /
Markierung

PHOENIX marking with article
and batch number /

PHOENIX Markierung mit
Artikel- und Chargennummer

Art. no. / Art.-Nr. Art. 390

Extremely durable surface for
high-quality printing /

Extrem widerstandfahige Deckplatte
fur den hochwertigen Druck

carcass for outstanding stability /
Neu entwickelte Karkasse mit
3-lagiger Karkasse fiir hervor-
ragende Stabilitat

ISEGA certified for safe use in the printing process of food packaging materials.

Technical data / Technische Daten

Thickness (Tol. *0.0008)/ Art.390:1.96 mm/0.077"
Dicke (Tol. * 0,02 mm)
Elongation at / <0.75 %
Dehnung bei

500 N /50 mm

Compressibility at / approx. / ca. 10 %
Kompressibilitat bei

1,350 kPa

Tensile strength / > 4,000 N /50 mm

ReiBkraft

Thickness reduction <2%
due to tensioning and

setting /

Dickenabnahme durch

Anspannen und Setzen

Surface rubber / approx. / ca. 65 Shore A

Deckgummi

Roughness Rz / 6.5 um (ground) /

Rauigkeit R; 6.5 um (geschliffen)
Roughness Ra / 1.0 ym
Rauigkeit Ra
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